

Start 
















» 


Provide a scanning object 


-131 




y 










Perform pre-scanning and 
calculating calibration parameter 


—132 




y 










Use an image capturing element to perform 
image capturing on the scanning object 


—133 














Use the calibration parameter to perform 
compensation for the captured image 


-134 














Complete scanning 


-135 













FIG. IB 





Start 


y 




» 


Provide a scanning object 


y 


r 




Use an image capturing element to perform 
image rapturing on the scanning object 


\ 


r 




Use the calibration parameter to perform 
compensation and calibration for the captured image 


1 


t 




Complete scanning 







33 



FIG.2B 



Start 

u 




Perform pre-scanning and 
calculating calibration parameter 


\r 


1 » 


Provide a scanning object 


y 


i 




Use an image capturing element to perform 
image capturing on the scanning object 






Use the calibration parameter to perform 
compensation and calibration for the captured image 






Complete scanning 







41 



43 



44 



FIG. 3 



Start 



Judge if 
the control module 
or system file has the 
calibration parameter, 
required ? 



51 



Yes 



54 



Provide a scanning object • 



No 



52 



Perform pre-scanning and 
calculating calibration parameter 



53 



Store the calibration parameter in 
the control module or system file 



Use an image capturing 
element to perform image 
capturing on the scanning object 



-55 



1 

Use the calibra 
to perform com 
calibratk 
capture 


tion parameter 
Lpensation and 
m for the 
d image 






Complete scanning 



56 



FIG. 4 



